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Subliner Dry Installation Instructions 
with Fundo or Riolito Base 	 1.	 Assemble the wedi® drain to the Fundo shower pan in 

accordance with the drain instructions.

	 2.	 Apply a 1/2“ bed of modified thinset over the wood or  
concrete subfloor in both the base and curb area. (B)

	 3.	 Press the Fundo Pan firmly into the bed of mortar.

	 4.	 Check the Fundo pan to ensure it is level.

	 5.	 Connect and seal the Fundo pan drain to the 2” drain pipe that is cut flush to the subfloor  
top surface.

	 6.	 Apply a 1/2” bead of wedi® Joint Sealant to the curbside channel of the Fundo Shower Base. (C)

	 7.	 Apply a 1/2” bead of wedi® Joint Sealant to the 1/2” channel on the curb.

	 8.	 Set the curb against the pan; spread the excess joint sealant along the joint.

	 9.	 Use modified thinset to apply outside corner seals to two upper corners of the curb. (D)

	10.	 Use modified thinset to apply inside corners to the four inside corners of the pan. (E)

	11.	 With a 1/8” x 1/8” or 1/4” x 1/4” notched trowel, apply modified thinset onto one wall.  
(If applicable, fill in any pre-existing factory made channels of the Fundo Shower base.)

	12.	 Roll out the Subliner Dry, in a vertical direction, into the bed of thinset so that it overlaps at least 
2” onto the pan and curb, covering the inside and outside corner pieces. )

	13.	With a wood float, or similar flat tool, smooth out the Subliner Dry so there are no air bubbles  
or pockets.

	14.	 Continue for all walls with a 2” overlap into thinset over the previously installed layer of  
Subliner Dry.

	15.	 If necessary, slice the Subliner Dry at the corner and overlap into thinset.

	16.	 Apply wedi® Joint Sealant to all open seams including where the Subliner Dry adheres to the Fundo 
Pan or curb and where Subliner Dry overlaps.

	17.	 Set your tile with a thinset suitable for the tile.

	 A.	Modified Thinset

	 B.	Fundo Shower Base w/Drain

	 C.	wedi® Joint Sealant

	 D.	Full Foam Curb

	 *	Applied into thinset suitable for substrate

Application Materials

Installation Instructions

	 E.	 Inside Corner Seal*

	 F.	 Outside Corner Seal*

	 G.	Subliner DRY*
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Now Available:  Complete wedi® Subliner Shower Kits
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wedi Corporation 
1100 Landmeier Road, Suite 200 

Elk Grove Village, Illinois 60007 
Tel. 877-933-wedi (9334) 

Fax. 847-357-9819 
info@wedicorp.com 
www.wedicorp.com

Be sure to ask for a  
Certified wedi® Installer.

Your local wedi® distributor.




